STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

p——§& Roadway and Bridge
I

31°-0"

36"

12°-0"

[ 120 ,

36"

Stage 11 Construction

T
, Stage I Construction

bE)

Grouted
Key (Typ.)

"

2
Clear
(+4")

/—a,(E) /‘

Longitudinal Bonded Stage

Construction Ji. (Do not edge)

b(E)
15 “/Ft

P.G.

L~ Stage Construction Line
6"

Bar Splicer (E)

bE) |
by(E)

3 "/Ft

5" Min. Concrefe
Wearing Surface—

L a(E)—\ |

O

ooiooiocioocb

[O0JO0JO0JO 0O

O

O
=

4 P.P.C. Deck Beams at 3°-0" = 12°-0"

! 1 P.P.C. Deck
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5 P.P.C. Deck Beams at 3'-0" = 15°-0"

447" x 34" Formed joint with blE) or by(E)

I7" P.P.C. Beam —

X 9" x 2°-7"

concrete joint sealer without
the backer rod (full width),
Cost included with Concrete
Wearing Surface
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17" P.P.C. Beam

X 9" x 27"

Fabric Bearing Pad
(Typ. except as

noted in

1-3

Fabric Bearing Pad
(Typ. excepl as noted in Cross Section)

Cross Section)

b X 6" PJF
Fair width

1 ¢ x 2-6” Dowel rods
in 15" ¢ holes drilled in cap
(2 each beam)
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SECTION THRU FIXED PIER

= [ Jt. shall be filled with non-shrink grout. 1
dimension may vary fo accommodate tolerance
in beam lengths.
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CROSS SECTION

(Looking Upstation)

L x 3" Formed joint with concrete joint sealer without
the backer rod (full width). Cost included with Concrete
Wearing Surface.

olE) or a;(E)

Concrete Wearing Surface
/ 5" min. & varies
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I” ¢ x 2°-6" Dowel Rods

in 15" ¢ holes drilled in cap

(2 Each Beam)
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SECTION THRU FIXED ABUTMENT

Notes:
After beams have been erected, holes shall be drilled into
substructure and anchor dowels placed. Dowel holes shail

be filled with non-shrink grout to top of beom and allowed

fo cure min. 24 hrs. prior to grouting the shear keys.

AT APPROACH SLAB

Dowel .rods drilled in cap are included in the cost of

Precast Prestressed Conc. Deck Beams (17°).
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Steel Railing, Type SM
(Typ. Both Sides)
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/ 5% min. & varies
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Fabric Beoring Pad
26’ Dowel Rods
in 15 ¢ holes drilled in cap
(2 Each Beam)
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AT SHOULDERS

SUPERSTRUCTURE _DETAILS
SECTIONS AND JOINT DETAILS
ILL. ROUTE 34 OVER PINHOOK CREEK
F.A.P. ROUTE 778 SECTION 3BR- 1
HARDIN COUNTY
STATION 806+ 15.00
STRUCTURE_NQ._035-0005




